
V AL V E S  C R Y OG E NI C H O SE S &  P AI N T S AC C E S S O RI ES  C Y LI N D E RS 

Evergreen Midwest Co 
8976 Osborne Drive 

Mentor, OH 44060 
Toll: 800.659.3358 

Phone: 440.255.5540 
Fax: 440.255.6434 

EVEREVERGGREENREEN  MiMidwest Co.dwest Co.   www.EvergreenMidwest.com 

Plug & Chain AssembliesPlug & Chain Assemblies  

CGA No. Gases Connection 
Gas 
Seal 
(psi) 

Part No. 

022 Oxygen “B” 9/16 -18-RH-INT 200 PC-4020 

023 Fuel Gas “B” 9/16 -18-LH-INT 200 PC-4021 

024 Oxygen “C” 7/8”-14-RH-INT 200 PC-4034 

025 Fuel Gas “C” 7/8”-14-LH-INT 200 PC-4035 
026 Oxygen “D” 1-1/4”-12-RH-INT 200 PC-4042 
027 Fuel Gas “D” 1-1/4”-12-LH-INT 200 PC-4043 
032 Inert Gas “B” 5/8”-18-RH-EXT 200 PC-4024 
033 Air-Water “B” 5/8”-18-LH-EXT 200  PC-4025 

032 Inert Gas “B” 5/8”-18-RH-INT 200 PC-4026 
034 Inert Gas “C” 7/8”-14-RH-EXT 200 PC-4036 
326 Nitrous Oxide .830”-14NGO-RH-INT  3000 PC-4326 
347 Air .830”-14NGO-RH-INT 5500 PC-4347 
350 Hydrogen/Methane .830”-14NGO-LH-INT  3000 PC-4350 
520 Acetylene .899”-18NGO-RH-INT  500 PC-4520 
540 Oxygen .908”-14NGO-RH-INT  3000 PC-4540 
555 Propane .908”-14NGO-LH-INT 3000 PC-4555 

580 Argon/Helium/Nitrogen .908”-14NGO-LH-EXT 3000 PC-4580 

Two Piece Assemblies 

320 Carbon Dioxide .830”-14NGO-RH-INT 500 P-320 
326 Nitrous Oxide .830”-14NGO-RH-INT 3000 P-326 
330 Non-Corrosive Gas .830”-14NGO-LH-INT 3000 P-330 
346 Air .830”-14NGO-RH-INT 3000 P-346 
350 Hydrogen/Methane .830”-14NGO-RH-INT 3000 P-350 
510 Acetylene/Propane .880”-14NGO-LH-EXT 500 P-510 

540 Oxygen .908”-14NGO-LH-INT 3000 P-540 
555 Propane .908”-14NGO-LH-INT 3000 P-555 
580 Argon/Helium/Nitrogen .960”-14NGO-RH-EXT 3000 P-580 
590 Sulfur Hexafluoride/Ind. Air .960”-14NGO-LH-EXT 3000 P-590 

One-Piece Assemblies (Without Chain) 

320 Carbon Dioxide .830”-14NGO-RH-INT 500 PC-320 
326 Nitrous Oxide .830”-14NGO-RH-INT 3000 PC-326 
330 Non-Corrosive Gas .830”-14NGO-LH-INT 3000 PC-330 
346 Air .830”-14NGO-RH-INT 3000 PC-346 
350 Hydrogen/Methane .830”-14NGO-RH-INT 3000 PC-350 

510 Acetylene/Propane .880”-14NGO-LH-EXT 500 PC-510 

540 Oxygen .908”-14NGO-LH-INT 3000 PC-540 
555 Propane .908”-14NGO-LH-INT 3000 PC-555 
580 Argon/Helium/Nitrogen .960”-14NGO-RH-EXT 3000 PC-580 
590 Sulfur Hexafluoride/Ind. Air .960”-14NGO-LH-EXT 3000 PC-590 

One-Piece Assemblies (With Chain) 

Two Piece Assemblies 
 
These two-piece nut and blind nipple 
assemblies are made to CGA standards 
and make a gas tight seal. 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

One-Piece 
Assemblies 
(With Chain) 
These shorter one-
piece plug and 
chains can be 
used, where space 
is limited, to seal off cylinder valves and still 

be able to install the 
cylinder valve cap. 
The part makes a 
gas tight seal. 
Nipples have 
replaceable soft tips 
or o-rings. 

 
 

One-Piece Assemblies  
(Without Chain) 
These shorter one-piece plugs (sold without 
chains) can be used, where space is limited, 
to seal off cylinder valves and still be able to 
install the cylinder valve cap. The part makes 
a gas tight seal. Nipples have replaceable soft 
tips or o-rings. 
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Dust Cap & Chain Dust Cap & Chain   
Assemblies (NonAssemblies (Non--Gas Tight)Gas Tight)  

Dust Cap & Chain 
Assemblies (Non-Gas Tight) 
 
Dust caps are one-piece blind nuts 
used to protect threads and keep some 
contamination from cylinder valves. 
CGA thread specifications are used, 
but they do not make a gas tight seal. 
 
 
 
 
 
 
 
 
 
 
 

CGA No. Gases Connection Part No. 

022 Oxygen Std.  “B” 9/16” -18-RH-INT  CC-8020 

023 Fuel Gas Std. “B” 9/16” -18-LH-INT CC-8021 

024 Oxygen “C” 7/8”-14-RH-INT CC-8034 

025 Fuel Gas “C” 7/8”-14-LH-INT CC-8035 

300 Ethyl Chloride Acetylene  .830”-14NGO-RH-INT CC-8300 

320 Carbon Dioxide .830”-14NGO-RH-INT CC-8320 

346 Air .830”-14NGO-RH-INT CC-8346 

350 Hydrogen/Methane .830”-14NGO-LH-INT CC-8350 

500 Medical Mixture .880”-14NGO-RH-EXT CC-8500 

510 Acetylene/Propane .880”-14NGO-LH-EXT CC-8510 

540 Oxygen .908”-14NGO-RH-INT CC-8540 

555 Propane Liquid Withdrawal .908”-14NGO-LH-INT CC-8555 

580 Argon, Helium, Nitrogen .960”-14NGO-RH-EXT CC-8580 

660 Refrigeration Gases 1.035”-14NGO-RH-INT CC-8660 

Dust Cap & Chain Assemblies (Non-Gas Tight) 


